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“Rotary Sweeper

Snow Blade 85cm




Rotary Sweeper
MK 85

Technical Data

Type Width Length Height
MK85 880 mm 1630 mm 870 mm
Engine

Honda GCV 160

Type 1 cyl. / 4-stroke

Displacement 160 cm3

Engine output 4,04 kW (5,5 HP)

Revolution speed 3600/rpm

Starter reversing starter

Air filter dry cell

Fuel filter gauze

Drive clutch and v belt

Operational characteristics
Weight

Working speed

Tyre equipment

Climbing ability

Crossfall

68 kg

0 -5 km/h

pneumatic 13 x 5.00-6
40% (depending on soil)
15% (depending on soil)

Series fabrication type

Sluing mechanism, Dust collector / volume approx. 40ltr., Sweeper 88 cm standard

Extras

Sweeper 105 cm wide, adjustable, without collector
Reversion kit for winter use (more rpm)

Snowblade / special rubber strip

Snowblade - stainless steel - with special rubber strip for Sweeper

Bar Mower 85 cm /105 cm
Spreader

Authorised dealer:

==
Pl
PowerPac
Baumaschinen GmbH
Niederhdchstadter Str. 71-73 D-61476 Kronberg

Tel.: 0049-(0)6173-68558 Fax: 0049-(0)6173-68548
E-Mail: info@powerpac.de Internet: www.powerpac.de




